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GENERAL FEATURES
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Product Features

Longerl ife
E-scooter E-Bike
Parameters
Voltage(V) 12
3hr(4.00At 010.5v) 13
10hr capacity (AH) 12 Capacity= (Ah,25°C) 5hr(2.80At 010.5V) 14.5
10hr(1.20At 010.5V) 16
L(mm) 151 20hr(0.70At 010.5V) 18
Dimension (£2mm) W(mm) 2
- H(mm) 99 Self dischargeRate (20°C) >85%/3month
T/H(mm) 99 . 3 3
i oating 13.5V~13.8V
. Charging voltage(V .
Weight(Kg) 3.8540.1kg gingvoltagelV)  \ciing 14.4v~14.8v
Material of Shell ABS discharge current(A) 40110
Max resistance(mQ) <11 charge current(A) 0.15C10
Terminal Copper Terminal M5 *8 screw
Operating Temperature Range 30d 90%
Discharge:-35°C (-31°F)~50°C (122°F) Residual capacity 60d 85%
Charge:-15°C (5°F)~40°C (104°F) after self-discharge=  90d  82%
Stprage:-15°C (5°F)~40°C (104°F) 180d  80%
BATTERY FEATURE
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Discharge Characteristic Curves
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Constant Voltage Charging For Standby Use Batteries
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Cycle Servise Life

120%

100%

. NN NN
60% 005 \ B0 \ 50" x 20%00D

40%

20%

A A BLY/Pesldual of Capaclty Availabl

0%

0 300 600 900 1200 1500 1800 2100 2400

B R E/Number of Cycle

~
Open-Circuit Voitage and Residual Capacity
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OUTER DIMWENSIONS
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Self-Discharge Characteristics
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A three-stage charging curve
14.8V+0.1V

V Curve
0.15Ch04 13.75v+0.1v
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The standard temperature for this charging processis 20°C.
With the temperature going up or down, the voltage
adjustment factoris +/-0.018V/°C
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